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BILL OF QUANTITY FOR PROPOSED PARTIAL DEMOLITION OF EXISTING COMPOUND WALL AND 
CONSTRUCTION OF NEW COMPOUND WALL AT MAHAPE PREMISES, SITUATED ON PLOT NO. 

P/51, T.T.C. INDUSTRIAL AREA, MAHAPE, NAVI MUMBAI – 400 710. 
Sr. No. Work   Description Quantity Unit  Rate  Amount  

1.  DEMOLISHING OF EXISTING COMPOUND 
WALL: 
Demolishing brick/Stone/Concrete work in 
lime or cement mortar including plaster, 
paint, etc. manually / by mechanical means at 
all level including stacking of serviceable 
material and disposal of unserviceable 
material outside the premises upto municipal 
ground with required permission of  
municipal authority along  with proper 
finishing / cleaning  of site as per lead as per 
direction of Engineer-in-charge. 

428.57 M3 
  

2.  EXCAVATION IN MURRUM: - 
Excavation for tanks, sumps, walls, chambers, 
manholes, trenches, poles, pits & general 
building works in all types of soils, vegetable 
earth, soft murum, running sand, shingle, turf 
clay, loam, peat, ash, shale, slag, chalk, 
garbage, muddy/ marshy/ slushy soil, marine 
clay, reclaimed land etc. for depths as per 
required drawing attached from the ground 
level, including dressing/ trimming the sides, 
levelling and ramming of bottoms, manual 
dewatering, removing rank vegetation, 
backfilling at all level, watering, consolidating, 
compacting etc. complete as per direction of 
Engineer-in-charge. 

258.86 M3   

3.  RUBBLE SOLING: - 
Providing & Laying dry stone Rubble Soling 
with average 230 mm size hard stone set in 
regular lines, handpacked and interstices 
thoroughly filled with small chips including 
filling in with good quality murum brought 
from outside, compacting with iron rammers, 
watering, sand spreading 12mm thk. layer of 
grit on top etc. complete as per direction of 
Engineer-in-charge. 

154.29 M3   
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4.  REINFORCEMENT STEEL Grade of Steel FE 
500: - 
Providing and fixing in position Corrosion 
Resistant Steel (500 CRS D) of various 
diameters for R.C.C. pile, pile caps, footings, 
raft, retaining wall, shear wall, lift wall, 
foundations, slabs, beams, columns, canopies, 
staircases, newels, chajjas, lintels, pardis, 
coping, fins, arches, etc. as per detailed 
designs, drawings and bar bending schedules, 
including straightening, cutting, bending, 
hooking the bars, binding with wires or tack 
welding, supporting as required etc. all 
complete at all levels. as per direction of 
Engineer-in-charge. 

29.14 Mt.   

5.  CENTERING AND SHUTTERING: - 
Providing & Fixing Centering and shuttering 
including strutting, propping and required 
fitting  at all level etc. and removal of form for  
Architectural Form finished concrete work 
using water proof ply 12mm thick conforming 
to IS:710. The water proof ply shall be used 
for only 2(two) repetitions after first use, and 
any repetition after the first usage shall be 
taken up only after prior approval for water 
proof ply material for suitability for use in 
form finish concrete (Architectural finishes) 
by the Engineer-in-Charge in shuttering in 
circular work for column in plan with water 
proof ply 12mm thick.  Measurement will be 
taken only one side area. As per direction of 
Engineer-in-charge. 

771.43 M2   

6.  RCC WORK (M-25): - 
Providing and laying in position ready mixed 
design mix M-25 grade cement concrete 
(RMC only no site mixing allowed) for Walls 
(any thickness) including attached buttresses, 
retaining wall, shear wall, diaphragm wall , 
trench, pit walls, etc., using cement content 
as per approved design mix, including 
pumping of concrete to site of laying and the 
cost of centering, shuttering, finishing and 
excluding reinforcement, including 
admixtures in recommended proportions as 
per IS: 9103 to accelerate, retard setting of 
concrete, improve workability without 

411.43 M3   
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impairing strength and durability as per 
direction of Engineer-in-charge. The Mix 
design as per particular specifications shall be 
got approved by Engineer-in-Charge before 
execution of the item. The rate shall include 
cost of all specified materials and operations 
at all levels and heights and excluding 
reinforcement which shall be paid under 
relevant item. As per direction of Engineer-in-
charge. 

7.  PVC WEEP HOLES: - 
Providing and laying weep holes of 100 mm 
diameter PVC pipes as per drawing for 
abutment returns, return walls etc. Complete 
as per the direction of engineer in charge. 

291.43 Nos.   

8.  BARBED WIRE FENCING: - 
Providing and fixing G.I. barbed wire fencing 
of 14 gauge having 2 ply and 4 points at 75 
mm c/c in the rows and with vertical supports 
With MS Angle 45 x 45 x 6 mm including 
painting with one coat of anticorrosive paint, 
and two coats of approved enamel paint and 
10 rows of Barbed wire and curing etc. 
complete as per direction of Engineer-in-
charge. 

65.14 Rmt   

TOTAL AMOUNT   

S GST @ 9%  

C GST @ 9%  

TOTAL AMOUNT WITH TAXES    

 
Amount in words…………………………………………………………………………………………………… 
 
Signature of the Vendor…………………………. 

 

Name………………. 
 

Designation…………… 
 

Business Address:  

 

(Common Seal) ........................... 

Place: ......  



 STOCKHOLDING CORPORATION OF INDIA LIMITED                                                             DECEMBER’2020 

 

 

Signature of Contractor with Seal 
 

  Tekburo Engineering Pvt. Ltd.                                                                                                                              7 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 
2. COMPOUND WALL R.C.C. 

DRAWING   
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 



 6. Substratum shall be approved from our office before laying P.C.C.

 7.  Minimum clear spacing between any two longitudinal bar in beam=50mm

8.  All laps (Ld) shall be staggered & not more than 50% bars to be lapped 

  at any given section.

NOTES:

1. Basic reference code:- IS  456: 2000

2. Due care shall be taken to ascertain that requisite 

     strength of concrete is gained before commencement

     of deshuttering. It shall comply with provisions of 

 Clause No. 11.3 of IS 456: 2000.

4. Nominal covers

75

SevereModerate

50

Mild

50I

454040II

Footings

Columns & walls >200mm width

(to links of column)

III Columns & walls with width of 200mm & 

(to links of column)

beiow having reinf.of dia.16mm & above.

453025IV Columns & walls with width of 200mm  

& below having reinf. of dia. 12mm.

(to links of column)

252520SlabsV

403020VI Beams

(to stirrups of beam)

454040VII Lift walls

For main reinf. up to 12mm dia. bar for mild exposure the nominal

noinal cover may be reduced by 5mm for slabs & beams only.

5.  Beams with depth more than 750mm, provide side-face reinforcement. 

M35M30M20 M25 M40 & ABOVE

34 X D38 X D48 X DFe415 41 X D 30 X D

40 X D46 X D57 X DFe500 (TMT) 49 X D 36 X D

GRADE OF REINF.

    For bundled bars, Ld shall be increased by 10% for 2 bars in contact, 

     20% for 3 bars in contact and 33% for 4 bars in contact.

9.  All buildings shall have tie beams/plinth beams at ground/plinth level. 

10.  If footings overlap with each other, necessary revision shall be 

     obtained from our office.

11. Design is valid for number of floors as indicated in the drawing.

12. At any level where column size gets reduced in either dimension

 tie beams/plinth beams are essential.

13. For cantilevers, top bars to be anchored behind from external face of  

       support for - Ld or span of cantilever - whichever is greater.

14. Fire rating considered:- 2 Hour max.

453025

3. For ductille detailing of refer:- IS  13920: 1993

     Use of this drawing for construction shall explicitly confirm confirm acceptance of  

     following conditions by Owner / Builder / Contractor 

      by this drawing and we shall not remain responsible for

1.    Our responsibility shall remain limited to safe and sound structural design as transmitted

Safety of construction worker/any personnel at work site during construction

Safety of old structure during demolition.

Safety of any adjoining building /persons staying in adjoining building/persons 

and properties on adjoining roads.

erected at site & any injury to any personnel arising out of any accidents.

Correctness/safety of any temporary structure, scaffolding, shuttering, centering  

Accidents occurring due to premature deshuttering, faulty / substandard construction 

material or workmanship / faulty construction procedure.

Any accident occurring due to construction of elements of buildings not designed by us.f)

2.        Supervision if specifically asked for will be provided to the extent of verification  

           of reinforcement on site but responsibility regarding correct & sound construction

 shall solely rest with contractor/ builder / owner.

3.        All structural concrete should be weigh batched, machine mixed and

           and mechanically vibrated.

6.        Any discrepancy between our drawing & Architects' drawing shall be brought to our 

 notice before construction.

7.        This drawing is property of M/s .Tekburo Engineering Pvt.Ltd and shall not be 

           reproduced or used without explicit permission of this office.

b)

e)

f)

a)

4.        This drawing is not to scale. 

c)

d)

5.        This drawing should be read along with Architectural drawing's. 

TEKBURO ENGINEERING PVT.LTD

4,Dalvi Apartments,GF,Bachchaji

Road, Charai,Thane (West),-400 601

Email:tekburo.in@gmail.com
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3. BARBED WIRE FENCING 
DRAWING 
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